
Specifications

• Intel Xeon Processor D-15XX

   Up to 16 Cores/32 Threads, 24MB L3 Cache                                                    

• OpenVPX MOD6-PAY-4F1Q2U2T-12.2.1-11 Profile

  Compliant

• Up to 32GB DDR4 SODIMM

   Dual Channel With ECC or non ECC

• Onboard SSD (Up to 64GB SLC)

• 6U, 5HP/8HP

FEATURES

Note: All specifications are subject to change without noticewww.fsx-tech.com
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Intel Xeon Processor D-15XX
Up to 16 Cores/32 threads, 24MB L3 Cache

MECHANICAL AND ENVIRONMENTAL
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Intel Xeon Processor D-15XX
Up to 16 Cores/32 Threads, 24MB L3 Cache

-
Up to 32GB DDR4 SODIMM
Dual Channel With ECC Or Non ECC

Onboard SSD (Up to 64GB SLC)

≥200000 h

One Intel 82580EB Quad GbE Controller
One Intel 82574LM GbE Controller
One Intel I210IT GbE Controller

COM1 ports to the front panel (RS232 on RJ45)
COM2 ports to P4 (RS232)
COM3 ports to P4 (RS232)
COM4 ports to P4 (RS485)

2.5” SATA Disk, Overlapped With XMC

4 Ports x4 Lanes SRIO Rev 2.1 to VPX P1 Connector
Up to 5Gbps

16 Lanes PCI Express 3.0 to XMC connector
2 Port 8 Lanes PCI Express 3.0 to VPX P2 connector
1 Lanes PCI Express 3.0 to Intel I210IT
4 Lanes PCI Express 2.0 to PCIe to SRIO Bridge
2 Lanes PCI Express 2.0 to Intel 82580
1 Lanes PCI Express 2.0 to Intel 82574

One Onboard XMC port for x16 PCI Express Device
XM61000(XM61001) Is Recommended 
For Displays

2x USB 3.0
2x GbE： RJ-45 Connectors
RS232： RJ-45 Connector
LEDs

6U, 5HP/8HP

0°C ~ 60°C & -40°C ~ 70°C

-40°C ~ 85°C (without battery)

95% Relative Humidity, At 40°C 

Standard
VITA 46, VITA 65
Open VPX MOD6-PAY-4F1Q2U2T-12.2.1-11 Profile Compliant

Operating System
Windows 7, Windows Server 2008 R2/2012 R2, 
Linux, VxWorks Block Diagram

P1 4x SRIOx4 Rev2.1
P2 2x PCIex8 GEN3 (2 Port NT Capable)
P3 GPIOs, 2x RS232+1x RS485, KB/MS
P4 4 GbE (2x 1000BASE-T+2x 1000BASE-BX)
P5 2x SATA III, 2x USB 3.0
P6 XMC Rear I/O

 Rear I/O Interface


