
Specifications

Dimension     ( Unit: mm )

• Onboard Intel P-M or Intel C-M Series CPU

• Intel82852GM+ICH4-M

• Onboard 256 MB

  1x 200P SO-DIMM, Max.1.25GB

• USB 2.0 x 4

• 10/100Mb , RJ-45 x 1

• RS-232 x 1, RS-232/422/485 x 1

• IDE x 1, CF x 1

FEATURES

Note: All specifications are subject to change without noticewww.fsx-tech.com

PMH70001
PCI Half-Size SBC 
Onboard Intel P-M or Intel C-M Series CPU  

MECHANICAL AND ENVIRONMENTAL
Dimensions

Operating Temperature

Storage Temperature

Relative Humidity

185mm x 122mm (7.3" x 4.8")

-20°C ~ 60°C (-4°F ~ 140°F)

-40°C ~ 80°C (-40°F ~ 176°F)

5% ~ 95% Relative Humidity, Non-condensing
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HDMI

VGA

Onboard Intel P-M or Intel C-M Series CPU

Intel82852GM+ICH4-M

Onboard 256 MB
1x 200P SO-DIMM, Max.1.25GB

4MB AMI BIOS

256 Levels

-

ATX /AT DC_IN 12V  

-

CE/FCC

Intel82852GM+ICH4-M

VGA,LVDS

-

10/100Base-TX, RJ-45 x 1

Line-in/Line-out/Mic-in

USB 2.0 x 4

RS-232 x 1,  RS-232/422/485 x 1

IDE x 1
CF x 1

x1

PCI-104 x 1

-
Power Input x 1

PS/2 x 1
LPT x 1

x1

-


